
DUAL STATION KIT
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Step 1)
After moving the cylinder
as shown in the figure, loosen
the Port Air bleeder of the cylinder
and turn the steering wheel
to the Starboard from the upper
helm pump to bleed air.

During the oil filing,
turn the steering wheel slowly.

Step 2)
After completing the air bleeding,
lock the Air bleeder and move
the cylinder by turning
the steering wheel to the
Starboard.

Step 3)
Loosen the Starboard Air
bleeder and turn the steering
wheel to the port to bleed air.

Step 4)
Turn the steering wheel to port
from the lower helm pump
to bleed air.

Step 6)
Loosen the Port Air Bleeder and
turn the steering wheel
To the starboard to bleed air.

After completing the air
bleeding,
Lock the air bleeder.

Oil Supply & Air bleeding
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Step 5)
After completing the air Bleeding,
lock the air bleeder and Move
the cylinder by turning
The steering wheel to the port.

- Repeat the step 1) to 6) until normal wheel turn is obtained -

AutoCAD SHX Text
1

AutoCAD SHX Text
4



E N G I N E E R I N G E N G I N E E R I N G

Supply Scope of Dual Station Kit Precaution for oil supply
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No Description Dual Station 1/4
DHK-14-TYPE

Dual Station 3/8
DHK-38-Type Q'TY
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A. Compensation hose connection
As shown in the picture, connect
⑥Compensation hose equipped with
straight fitting to bottom port on
①Upper helm and top port on ②Lower helm.

B. Oil Plug (Non-vented) location
④Oil Plug (Non-vented) must be used for
②Lower helm.

C. Hydraulic oil bottle location
⑤Hydraulic oil must be poured into
the system through ①Upper helm.
Make sure ⑤Oil bottle is connected to
①Upper helm.

D. Air leakage prevention
        : Make sure it is locked tightly before
           oil supply.

① : Upper Helm
② : Lower Helm
③ : Oil Plug (Vented)
④ : Oil Plug (Non-vented, included in dual station kit)
⑤ : Hydraulic oil bottle
⑥ : Compensation hose

-Eye contact may cause irritation. When handling , prevent oil from
entering eyes by wearing protective glasses.
-Skin contact may cause irritation. When handling, prevent oil from
contacting the skin by wearing protective gloves.
-Do not ingest oil(ingestion may cause diarrhea and/or vomiting).
-Keep it out of reach of children.
-Never use brake fluid or any other flammable or toxic fluids.
-Do  not weld, heat  or  puncture  this container.  Residuals  may  ignite
accompanied by an explosion.
-When in doubt, refer to the material safety data sheet(MSDS).

-In case  of  eye  contact, wash eyes  with clean water for 15 minutes
and seek medical attention.
-In case  of skin contact, wash and clean the contaminated skin
completely with water and soap.
-In case  of  inhalation  of  mis  or  vapor, relocate to  fresh  air  and  keep
quiet  and  warm in  a  bed covering  with  a blanket. then,  seek  medical
attention.
-In case of ingestion, seek medical attention immediately without
forcing to induce vomiting.

-For initial fire fighting, use a fire extinguisher of a powder, form or
carbon dioxide type.

-It  is  mandatory to  follow the disposal methods  according  to  law and
regulations. Dispose of  waste oil  and waste  containers according  to  the
relevant laws and regulations.
-When there is any uncertainty, consult  you dealer regarding disposal.

-Seal hermetically to prevent dust and water from mixing after use.
-Avoid direct sunlight and store in a dark place.

Caution!

First - aid treatment

Fire fighting method

Waste oil and waste container disposal

Storage considerations
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Hydrailic oil
1 Liter
OIL SAE# 15

Hydraulic oil for
steering systems.

-Eye contact may cause irritation. When handling , prevent oil from
entering eyes by wearing protective glasses.
-Skin contact may cause irritation. When handling, prevent oil from
contacting the skin by wearing protective gloves.
-Do not ingest oil(ingestion may cause diarrhea and/or vomiting).
-Keep it out of reach of children.
-Never use brake fluid or any other flammable or toxic fluids.
-Do  not weld, heat  or  puncture  this container.  Residuals  may  ignite
accompanied by an explosion.
-When in doubt, refer to the material safety data sheet(MSDS).

-In case  of  eye  contact, wash eyes  with clean water for 15 minutes
and seek medical attention.
-In case of  skin contact, wash and clean the contaminated skin
completely with water and soap.
-In case  of  inhalation  of  mis  or  vapor, relocate to  fresh  air  and  keep
quiet  and  warm in  a  bed covering with  a blanket. then,  seek  medical
attention.
-In case of ingestion, seek medical attention immediately without
forcing to induce vomiting.

-For initial fire fighting, use a fire extinguisher of a powder, form or
carbon dioxide type.

-It  is  mandatory to  follow the disposal methods  according  to  law  and
regulations. Dispose of  waste oi

l

 and waste  containers according  to  the
relevant laws and regulations.
-When there is any uncertainty, consult  you dealer regarding disposal.

-Seal hermetically to prevent dust and water from mixing after use.
-Avoid direct sunlight and store in a dark place.

Caution!

First - aid treatment

Fire fighting method

Waste oil and waste container disposal

Storage considerations
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Hydrailic oil
1 Liter
OIL SAE# 15

Hydraulic oil for
steering systems.

Oil plug (Non-Vented)
for lower helm

4

-Eye contact may cause irritation. When handling , prevent oil from
entering eyes by wearing protective glasses.
-Skin contact may cause irritation. When handling, prevent oil from
contacting the skin by wearing protective gloves.
-Do not ingest oil(ingestion may cause diarrhea and/or vomiting).
-Keep it out of reach of children.
-Never use brake fluid or any other flammable or toxic fluids.
-Do not weld, heat or puncture this container. Residuals may ignite
accompanied by an explosion.
-When in doubt, refer to the material safety data sheet(MSDS).

-In case of eye contact, wash eyes with clean water for 15 minutes
and seek medical attention.
-In case of skin contact, wash and clean the contaminated skin
completely with water and soap.
-In case of inhalation of mis or vapor, relocate to fresh air and keep
quiet and warm in a bed covering with a blanket. then, seek medical
attention.
-In case of ingestion, seek medical attention immediately without
forcing to induce vomiting.

-For initial fire fighting, use a fire extinguisher of a powder, form or
carbon dioxide type.

-It is mandatory to follow the disposal methods according to law and
regulations. Dispose of waste oil and waste containers according to the
relevant laws and regulations.
-When there is any uncertainty, consult  you dealer regarding disposal.

-Seal hermetically to prevent dust and water from mixing after use.
-Avoid direct sunlight and store in a dark place.

Caution!

First - aid treatment

Fire fighting method

Waste oil and waste container disposal

Storage considerations

E N G I N E E R I N GMADE IN KOREA
http://www.seafirst.co.kr

Hydrailic oil
1 Liter
OIL SAE# 15

Hydraulic oil for
steering systems.
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Helm Pump

Oil plug(Non-vented)

Elbow Fitting(O-ring)

Straight Fitting(O-ring)

Campuka / Reusable

Hose - 30M

Hose - 04M

T - Fitting

OIL (1LITER)

OIL Accessories Kit

C1800803

HLO14H0S

HSO14HS

CPK0414

NH04-SS-30

NH04-SS-04

HTH300

SF-OIL-15

OAK-300

Choose helm model

C1800803

HLO14N0S

HSO14NS

C3520149

NH06-SS-30

NH06-SS-04

HTN300

SF-OIL-15

OAK-300

Choose helm model 1
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Oil plug (Vented)

Oil plug
(Non-Vented)

Lower
helm

Compensation hose
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